
AMP Cable: Mono Installation
(lntegrated Audio/Mic/Power Cable)

New Grossover cable

r Solder.splice typical location
.....(* Always cover splices with shrink wrap

AMP cable

O white=mic(-) @yellow=mic(+). Attach these wires to the boom mic (+) & (-).

@ gr€en=audio L(+). This wire attaches to volume control and supplies a
mono signalfor both sides.

@ blue = audio R(+). This wire is not.used in mono installation. Trim any
bare exposed conductor to avoid a short.

@ red=9v(+). This wire splits into two red wires, one for each side.
@ black=common negative ground for audio and 9v

@ audio left mono wire @audio right mono wire

Audio + (R)
Audio + (L)

Stereo/mono
Switch +)

locking t

*
This white wire
not used in

most applications.
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humbscrew

Mic (+)



AMP Cable: Stereo lnstallation
(lntegrated Audio/M ic/Power Cable)

New Crossover cable

e Solder splice typical location
Always cover splices with shrink wrap

(D white=micft) @ yellow=mic(+). Attach these wires to the boom mic (+) & (-).
@ green=audio L(+). This wire attaches to volume control and supplies

stereo signalto left side.
@ blue = audio R(+). This wire attaches to crossover cable (green) and supplies

stereo signalto right side.
@ red=$v(+). This wire splits into two red wires, one for each side.
@ black=common negative ground for audio and 9v

AMP cable Audio + (R)
Audio +

Sterco/mono
Switch

*
This white wire
not used an

most applications.
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